Concrete floor spec required for polished concrete.


1. Section 03 30 00–Cast-in-place Concrete
Note to specifier:

 This section must include the following:
1. Minimum concrete compressive strength of 23 MPa
(3500 psi).
Shake-on colored hardeners, polishing, and decorative saw cuts can add dimension. Regular cleaning with mild, non-acidic, concrete
cleaners and conditioners will help the floor hold its gloss longer. This surface does not require wax.
3. Non-air entrained.
4. Natural concrete slump of 114.3- to 127-mm (4.5- to 5-
in.) admixtures may be used.
5. Admixtures may be used.
6. Flatness requirements: ASTM International E 1155,
Standard Test Method for Determining FF Floor
Flatness and FL Floor Levelness Numbers.
a) Overall FF 40;
b) Local FF 20;
c) Overall FL not required;
d) Local FL not required.
7. Tight hard-troweled (three passes) concrete. No burn
marks. Reference American Concrete Institute (ACI)
302.1R, Guide for Concrete Floor and Slab Construction,
class 5 or class 6 floor.
8. Curing: Options:
a) ASTM International C 309, Standard Specification for
Liquid Membrane-forming Compounds for Curing
Concrete.
i. No acrylic curing and sealing compounds.
b) ASTM C 171, Standard Specification for Sheet
Materials for Curing Concrete.
c) Damp curing, seven-day cure.
d) Curing sheets.
